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CONDUITO.D | ATHREAD | BMAX | CMAX D E MAX F G MAX H
13 M14x1.5 30.0 7.70 26.0 23.0 20.0 35.5 12.5 SERIES
16 M19x1.5 36.5 9.50 325 26.0 25.0 38.0 17.5
21 M22x1.5 39.5 13.40 35.5 31.0 28.0 38.5 20.5 CONDUIT SIZE
28 M26x1.5 43.0 17.60 39.0 38.0 32.0 44.0 24.5
34 M32x1.5 49.0 22.40 45.0 46.0 38.0 48.0 305 MATERIAL
FINISH
CONDUCTIVE O RING
(omit for standard silicone o ring)
OPTIONAL THREAD LENGTH IN MM——
(omit for standard)
ISSUE| DCR NO.| DATE |APPROVED MATERIAL UNLESSSE%T;:E';WBE DO NOT SCALE PO LAM CO LTD \Ii\é)E\l?/Eg’\I‘BIIi(I)S(':I%L ROAD
1 2239 08/06/2007 Js ALL DIMENSIONS IN THIS DRAWING BATH BA2 1EP PART NOPM63-28-1-C
MILLIMETRES
TOLERANCE ON THIS DRAWING IS COPYRIGHT, TITLE ASSY USED ON

DRAWING NO

P9042




